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S.9099
Master Interface

Combined with a common 60W 24V On-Off power supply, it
controls Flower ZOOM 60 products with DALI single control up to
a maximum power of 60W total for each Highlighter rod. Only
individualcontrolled Flower ZOOM 60 products should be used in
this configuration. A maximum of n.5 Flower ZOOM 60 Individual
controll can be installed on one Highlighter, regardless of its
length. These can be controlled independently of each other and
of the Highlighter lighting rod thanks to the DALI protocol. Each
Highlighter lighting rod, used for the installation of the single
control products, needs n.1 master interface accessory (S.9099)
for DALI control.

S.9099 REV: 0

Powered by TCPDF (www.tcpdf.org)

SIMES S.p.A. - Via G.Pastore 2/4 - 25040 - Corte Franca (BRESCIA) ITALIEN - www.simes.it - e-mail: simes@simes.it
Vertrieb Ausland: Tel. 0309860440 / Technische Abteilung: Tel. 0309860450 / Lichtplanung: Tel. 0309860425

Dieser Ausschreibungstext ist Eigentum von SIMES S.p.A. Alle Rechte vorbehalten.
Wir behalten uns das Recht vor, Spezifikationen zu äudern, ohne vorherigen schriftlichen Hinweis. LETZTES UPDATE 18/04/2025 - Pag. 1/1

http://www.tcpdf.org

